



VITAl PROTECTION 
FOR STEEP SLOPING 
ROOFS OF All TYPES 
OF MATERIALS 


Steep Roofs of all kinds sloping 
toward spaces where pedestrians 
may pass below them should have 
adequate snow guard protection. 
Snow slides are dangerous to life 
and are apt to cause damage to 
shrubbery and gutters. This can 
be prevented with “Fitrite” and 
“Protector” Pipe Snow Guards. The 
proper snow guard for each type of 
sloping roof is described on the fol¬ 
lowing pages. 


■ ' : >; 


Fitrite Snow Guards on Spanish Tile Roof 


Fitrite Snow Guards on Slate Roof 
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"FITRITE” SNOW GUARD for Large Slate Roofs ... 3 Pipes 

These snow guards will take care of roofs up to 25' rafters ... for longer lengths use additional rows of snow guards not over 25' apart 
and parallel with the eaves. 



‘Fitrite” Snow Guard 
Type GS-3 or BS-3 


Application and Installation . . . Adjustable to any pitch. Pipes are par¬ 
allel to but set back one or two courses from edge of eaves or gutter. Brackets 
set from 5' to 6' apart and base plate is fastened to deck with #14 wood screws. 
The base plate takes the place of a slate and the next row of slate goes over the 
plate. Special sheet lead shield on under side of bottom plate prevents crack¬ 
ing of slate where plate comes in contact with the slate. 

FOR GALVANIZED IRON PIPE . . . Specify “FITRITE” TYPE GS-3 
. . . With 3 galvanized iron pipes and galvanized malleable iron brackets. 

FOR BRASS PIPE . . . Specify “FITRITE” TYPE BS-3 . . . With 3 brass 
pipes and cast bronze brackets. 

PIPE SIZES ... 3 pipes of (galvanized iron) (brass) %" I.P.S. (1.05" o.d.) 


A Few Recent Installations of “Fitrite" Adjustable Pipe Snow Guards on Metal or Slate Roofs 
Building, Location and Architect 


♦Hotel Pennsylvania, New York City 
♦Metropolitan Life Insurance Co. 

Sanitarium, Mt. McGregor, N. Y. 

U. S. Post Oflice, Brooklyn, N.Y. 

♦Temple Emanu-El, Fifth Avenue, New York 
City 

St. Joseph School, Maplewood, N.J. 
Ridgewood High School, Ridgewood, N.J. 
♦Metal Roof 


McKimm, Mead & White 

D. Everett Waid 

U. S. Government Architect 

Robert D. Kohn 
McKenna & Irving 
Fanning & Shaw 


St. Michael’s Church, Amsterdam, N.Y. 
Roosevelt High School, Yonkers, N.Y. 
Museum of Natural History, New York City 
U. S. Government Theatre, Mitchel Field, 
Long Island, N. Y. 

War Department Theatre, Fort Riley, Kan. 
Veterans’ Hospital, Oteen, N.C. 


Morgan & Millaman 
C. Howard Chamberlain 
Trowbridge & Livingston 

U. S. Government Architect 
U. S. Government Architect 
U. S. Government Architect 


FITRITE SNOW GUARD—For Corrugated Roofing ... 3 Pipes 


These snow guards will take care of roofs up to 25' rafters ... for longer lengths use additional rows of snow guards set not over 25' 
apart and parallel with the eaves. 



‘Fitrite” Snow guard 
Type GC-3 


SIZE OF PLATE—The snow guard has a base plate of 7Mi" wide and 7" high 
which rests on top of 3 corrugations of the roofing and is bolted thereto by 
four 5/16" bolts spaced 5*4" o.c. 

Application and Installation . . « Adjustable to any pitch. Installed with 
pipes parallel to the eaves. This snow guard has been used with considerable 
success on several mills of the Bethlehem Steel Company, Sparrows Point, Md. 

FOR GALVANIZED IRON PIPE ... Specify “FITRITE” TYPE GC-3 
Snow Guard with 3 galvanized iron pipes and galvanized malleable iron 
castings. 

PIPE SIZES ... 3 pipes of (galvanized iron) %" I.P.S. (1.05" o.d.) 


"PROTECTOR” SNOW GUARD for Small Slate Roofs ... 2 Pipes 

Designed for residential or other small buildings with roofs having rafters not over 18' long. 



Inconspicuous and Efficient 


For Old Roofs 
“Protector” 
Snow Guard 
Type GSO-2 or 
BSO-2 


For New 
Roofs “Pro¬ 
tector” Snow 
Guard Tyne 
GS-2 or BS-2 


For typical residential installation of 66 Protector" Snow Guards 
see front cover. 

For New Roofs . . . “Protector” Snow Guards with 24" long bracket 
plates, 2" wide by 1/16" thick with lead shields and spaced 5' to 6' apart. 
Bracket plate is nailed directly to roof boards. Next row of slate goes 
over the plate. 

FOR GALVANIZED PIPES . . . Specify “Protector” TYPE GS-2 
. . . With 2 galvanized iron pipes I.P.S. (.84" o.d.) and galvanized 
malleable iron brackets. 

FOR BRASS PIPES . . . Specify “PROTECTOR” TYPE BS-2 . . . 

With 2 brass pipes I.P.S. (.84" o.d.) and cast bronze brackets. 

For Old Roofs . . . “Protector” Snow Guards with 12" long plate 
spaced 5' to 6' apart. Push plate between slates, nailing at joint of 
slates, through holes drilled in lower slate. Insert copper or galvanized 
flashing to cover nail heads. 

FOR GALVANIZED PIPES . . . Specify “PROTECTOR” TYPE 
GSO-2 ... With 2 galvanized iron pipes I.P.S. (.84" o.d.) and 
galvanized malleable iron brackets. 

FOR BRASS PIPES . . . Specify “PROTECTOR” TYPE BSO-2 
Snow Guard . . . With 2 brass pipes y 2 " I.P.S. (.84" o.d.) and cast 
bronze brackets. 










FITRITE SNOW GUARD for Spanish Tile Roofs ... 3 Pipes 

These snow guards will take care of roofs up to 25' rafters ... for longer lengths use additional rows of snow guards set not over 25' 
apart and parallel with the eaves. 



"Fitrit" Snow Guard Type 
GT-3, IBT-3 or BT-3 


This snow guard is designed especially for use with Spanish tile. The bottom casting is made 
the same shape as the tile it replaces and is set 5' to 6' apart. 

For illustration of “Fitrite” Snow Guard on Spanish Tile Roof see front cover. 

FOR GALVANIZED IRON PIPE . . . Specify “FITRITE” TYPE GT-3. The bottom 
casting is mad(e in gray iron, painted red. The top casting is made of galvanized malleable 
iron for three (3) pipes. 

FOR BRASS PIPE . . . Specify “FITRITE” TYPE IBT-3. Made with bottom castings of 
gray iron, painted red and top casting bronze for three (3) pipes. 

FOR BRASS PIPE . . . Specify “FITRITE” TYPE BT-3. Made with bronze castings 
throughout for three (3) pipes. 

PIPE SIZES . . . Either galvanized iron or brass pipes shall be %" I.P.S. (1.05" o.d.) 


"FITRITE" SNOW GUARD for Metal and Composition Roofs ... 3 Pipes 


These snow guards will take care of roofs up to 25' rafters . . . for longer lengths use additional rows of snow 
apart and parallel with the eaves. 

Types GM-3 or BM-3 



"Fitrite" Snow Guard 
Types GM-3 or BM-3 


For Standing Seam or Flat Seam Metal and Composition Roofs. 

Base is one-piece 6" x 10" casting of aluminum alloy or bronze. 

FOR GALVANIZED IRON PIPES . . . Specify “FITRITE” 
TYPE GM-3 Snow Guard with 3 galvanized iron pipes and aluminum 
alloy cast base. 

FOR BRASS PIPE . . . Specify “FITRITE” TYPE BM-3 with 

3 brass pipes and solid bronze base. 

Types GB-3 or BB-3 

For Batten Roofs . . . Same types as above but made with base 
saddle casting to fit over batten. 

FOR GALVANIZED IRON PIPE . . . Specify “FITRITE” 
TYPE GB-3 Snow Guard with 3 galvanized iron pipes and aluminum 
alloy cast base. 

FOR BRASS PIPE . . . Specify “FITRITE” TYPE BB-3 with 

3 brass pipes and solid bronze base. 



guards set not over 25' 


‘Fitrite" Snow Guard 
Types GB-3 or BB-3 



FOR FLAT ROOFS Having Inside Cast Iron Leaders 



Type F Type R Type X 

Showing Cross Sec- Showing Cross Section Showing Cross Section 
tion 1" high 3*4" high 


Type F. Perfectly flat. Extensively used for tile roofs and roof 
gardens requiring freedom from all obstruction; also for swim¬ 
ming pools. 


Materials. All types made in solid bronze. 

“Fitrite” Bronze Strainers about 3/16" thick will not rust, and are 
practically unbreakable . . . will easily support the weight of 
three husky men. Each strainer has two hinge holes, allowing 
easy attachment by copper strip to leader box. 


Strainer Sizes 


Size 

Overall Size, Inches 

Type 

12" 

11% X 11% 

F, R and X 

10" 

9% x 9% 

F, R and X 

8" 

8x8 

F, R and X 

6" 

6 x 6 

F and R 


Type R. The slight crown (1" high) does not seriously obstruct 
the roof, yet the construction is such that debris slides off easily. 
Especially recommended for flat tile or slag roofs having inside 
leaders at center of roof. 

Type X. Recommended where drainage efficiency is the prime 
consideration. The extra high crown (3*4") and narrow slits 
effectively keep out gravel, sticks, etc. Type X is especially 
desirable where leaders are at edge of roof. 


BEEHIVE ROOF STRAINERS 

For Outside Leaders 

Material and Sizes . . . Solid bronze 3, 4, 
5, 6, 7 and 8" diameter, also 2" x 3" and 
3" x 4" square. 

Practically unbreakable. Will last for the 
life of the building. 























"FITRITE” HINGED BRONZE LEADER BANDS 



Sizes . . . Made for 3" and 4" round corrugated pipe. 
Also for 2" x 3", 3" x 4" and 4" x 5" square corrugated 
pipe and any special size to order. Bands can be furn¬ 
ished with cross, initials or other ornamentations, if de¬ 
sired. 

Installations ... To be fastened to wall with four ex¬ 
pansion bolts. (Holes in straps are properly spaced for 
brick joints.) When installed, pipe remains 1" from face 
of building. 

Features . . . Right side of band is permanently hinged. 
Left side has loose pin which permits removing leader for 
replacement without taking band from wall. Band is so 
constructed that machine screw can be adjusted to take 
care of variations in size of pipe and assures leader being 
held firmly in position. 




ONE PIECE COPPER OR ZINC LEADER STRAPS (for medium cost work) 


**L” (Low) 
on Square Corr. 


“RIVAL”STYLE “B” 

3“ and 4" for Square Corr. only 


STYLE “L” is made of heavy gauge metal strong enough to hold 
conductor without the use of hooks. Can be used for plain round, 
and round or square corrugated pipe as shown. 


Style *‘B” 

STYLE “B” is made of 16 oz. copper or 11 gauge zinc. Can be 
used with or without hooks. For square corrugated pipe only. 


it 



Accurately machined. 
No filing necessary 


Easily Installed on Any 
Turret Type Skylight 


“Fitrite” Skylight Gearing has special oval pipe holes on arms and lifting 
gear. 

The result is a much firmer grip (contact at three points instead of one) and ab¬ 
solute freedom from rattling in any position. 

Material... Made in best quality gray iron, and also in solid bronze, which is 
rustproof and harmonizes with copper skylights. 

Sizes ... Made for standard pipe size. Also furnished for %" and 1" pipe 
sizes. 

“Fitrite” Bronze Gearing is especially recommended: 

1. For industrial buildings as it resists corrosion due to chemical fumes, acids 
etc. 

2. For laundries, kitchens or wherever excessive moisture causes iron to rust 
away. 

The slight extra cost of “Fitrite” Bronze Gearing assures a permanent trouble- 
free job. 

Chain gearing made only and 1" in size. 
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